
Information panel XL-PI

Eyebolts XL-RB

Technical catalogue 2018

Easily mounted in steel mortgages of 
the top part of a framework by mounting set

For transportation of enclosures by crane. Maximum permissible 
static loading of 200kg, when transporting at an angle 60°

Technical characteristics

Material: steel
Surface: powder-coated RAL 7035
Supply includes: panel + mounting set, 

package
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XL-PI

Bolt M10x20
Disc Ж10
Disc Ж10

Technical characteristics

XL-RB 4

Order No.
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Swing frame XL-RP

Set of accessories KPM

Technical characteristics

Material: steel
Surface: powder-coated RAL 7035
Supply includes: swing frame

 + mounting  set,
 packaging
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Dimensions 
(enclosure)

Dimensions
(swing frame)
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Number of modules 
in enclosure 
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Order No.

Order No.

Set of modular accessories 
for modular enclosures M

 40 

 L 

 B 

Nut М8

Spring washer 8

Disc 8

Bolt М8х16

Screw М6
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SYSTEM ACCESSORIESSYSTEM ACCESSORIES

Packaging 
unit, piece

Packaging 
unit, piece

Packaging 
unit

Packaging 
unit

Weight, 
kg

Wei-
ght, 
kg

Material: steel
Surface: galvanized
Supply includes: 4х transport eyelets, packaging


